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Safety precautions for Lithium battery
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Safety precautions for Lithium battery
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Battery disassembly prohibited
Battery disassembly, modification, and repair are not covered under warranty.

1) Care Lithium batteries should be protected from direct exposure to children and pets.
2) Performance 1. Lithium battery is affected by external temperature. In the winter,

when the temperatures are low, the performance of the battery may be temporarily
deteriorated and the mileage and power output is reduced.
2. Lithium battery has a characteristic that discharge performance is reduced by more
than 15% when charging / discharging 300 times or more. If usage time is shortened due
to long usage, it should be replaced with a genuine one through the nearest point.

3) Charging 1. Lithium battery should be used only with genuine battery and charger
supplied from the manufacturer. Any problems caused by use of battery made by the manufacturer,
mixed use, or using the charger are not covered by the manufacturer.
2. Charging the lithium battery with a non-genuine charger may cause malfunction or fire.
3. The lithium battery should be charged in a well-ventilated, dry place and around the charger in a
place where there is no flammable material.
4. Lithium battery should be charged at 0 ~ 45°C and discharged within -10 ~ 60°C .
The sub-battery must be charged at 0 to 50°C and discharged within -20 to 75°C.
Charging or discharging at a temperature outside this range may cause malfunction, fire or explosion.
5. In case of moving from cold outside to warm indoor, please charge it after 1 ~ 2 hours.

     This is to prevent condensation from occurring inside the product due to the temperature difference.
4) Storage 1. Lithium batteries should be kept away from snow, rain and direct sunlight.
     Do not store or charge them in a trunk or hot room.
     Select a dry place and store at room temperature (10 ~ 20 ).
     2. When storing for more than 3 months, charge the remaining battery level to 70 ~ 80% (do not store full charge).
5) Trouble symptom, safety 1. Lithium battery should be discontinued immediately if it is damaged

or there is leakage of battery, sour odor, appearance deformation, etc. Please contact the place of
purchase to get technical support and service.
2. If overheat, smoke, or ignition is detected in a product with lithium battery, immediately stop charging
and use, move the product outdoors as soon as possible, and then use a fire extinguisher to extinguish
flames. Do not spray water or immerse the product in any situation, which can lead to more danger.
3. Lithium battery pack has very high energy density, so if you charge the battery for a long time and
there is a case of short-circuit, leakage, bad battery, etc., it can lead to ignition.
Therefore,you should avoidcharging for a long time without a personbeing present to avoid therisk of unexpected fire.

6) Misuse If the lithium battery is short-circuited, the polarity is changed, or if the battery is impacted,
malfunction or fire may result.
If you think that the battery has been impacted, you should stop charging and using it and visit the
nearest service center for inspection.

7) Water inflow It should be controlled to prevent water inflow into the lithium battery.
There is a risk of fire or electric shock if the charger is connected while moisture is present.

8) Caution Disconnect the battery from the main unit except when recharging and reinstalling.
Do not use for any other purpose.

9) Disposal When disposing of the lithium battery, the battery should be separated from the product at
the point of purchase or near the service center and the charge and discharge terminals are not short-
circuited. Dispose of it as industrial waste.
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2)  Basic charging method * Failure of the charger and abnormal conditions can cause
electric shock and fire.  Learn the correct usage and prevent safety accidents in advance.

5. If the charger lamp does not light,
charger fall down, strong external
shock, long time charge, or cable
cover damage, discontinue use
immediately and contact the service
center

6. Unplug the charger when you are away from
the home for long periods.

1. Manufacturers and sellers are not
responsible for any problems
arising from any disassembly,
modification, or mixing with other
chargers.

2. The charger is forbidden to be used
in places subject to high humidity,
heat, flammable materials,
confined spaces, or where there
is no ventilation such as in a car.

3. The charger is not waterproof. It is
thoroughly controlled to prevent
moisture from entering the
charger.

4. Children and pets should not be
allowed to approach the charger
when they come into contact
with them, as they may cause an
electric shock.

7. Use only genuine charger.
8. Do not insert conductors into the charging port.
9. Do not touch the plug for about 10 seconds after unplugging the charger. There is a risk of

electric shock from instantaneous discharge.
10. Do not remove the terminal during charging. Otherwise you may charge the internal circuit

of the charger and cause malfunction.
11. Do not operate the product during charging.
12. Charging terminals should be firmly contacted during charging and should not be used if

terminals are corroded or damaged.
13. When disconnecting the charger from the product, it is safe to hold the terminal without

holding the wire.
14. Be sure to keep the charger disconnected from the product after the charging is complete.

The charger must be disconnected if it is not used for longer than a few days, as there is a risk
of overcharging when charging more than the time indicated on the product specifications.

1) Basic charging method
1. Open the charger port cap and connect

it to the connector of the charger and
connect it to the household outlet.

3. Be sure to close the charger port cap when driving or storing except when charging.
4. When connecting the connector to the charger port, there may be metallic sparks due to

voltage difference, but this is normal.

How to use the charger correctly

2. Charging status indicator (Red) Charging
(Green) Charging complete

3P charger connector
(Handle part 1ea)

3P fast charger connector
(Main frame  3ea)
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1) Required checking before use

Safety guidelines before driving

If you encounter any of the following situations while driving, stop driving
immediately and contact your nearest branch or service center for proper
measures.
If you provide pictures and videos to get an accurate diagnosis, professional counseling is available.

* In these cases, stop driving immediately.

Unusual heating of the motor
 Brake braking status error
Error messages on the instrument panel
When the throttle is not returned to its original position
When the battery doesn't fully charge and shorter riding distance after a full charge

(Battery explosion may cause due to faulty battery cell or battery cell breakdown)

Abnormal noise is generated
Product smoke, ignition, sour odor
When rain or wet with water or in a similar situation
When other driving is judged to be unreasonable

1. Check throttle and handle

• Operate the accelerator throttle lever about 2 ~ 3 times to check whether it returns
to the home position.

• Be careful that excessive throttle leaning and manipulation of the throttle can cause
malfunction due to internal parts damage.

• Check for free gap in the handlebars before using.

• The brake braking force is sufficient to check the operating condition.
  If the braking force is significantly lowered, use it immediately after inspection and action.
• Check that the brake pad is not worn, that the cable is not loose, that the cable is not damaged, and that

there is no leakage in the case of hydraulic brakes.
• If there is an unusual feeling or noise during operation, check for breakage, wear, and

deformation of the inner wire of the brake cable.
• Check that the bolts and nuts of the brake fixing parts are not loose and that the disc is

not deformed or damaged.

2. Check brake and cable

• Make sure that the bolts and nuts of all parts of the product are tight and safe from
loosening. Check the fastening condition and clearance of the folding and fixing
parts of the handle (folding knob, swing arm, etc. folding related parts, suspension
arm bolt, swing arm bolt).

4.Tightening check such as folding part and handle part

• Check the front and rear tires for wear and punctures and check the value marked on
the surface of the tire.

When the air pressure is shortened, the possibility of puncture increases, so check
always.

• It is necessary to judge the replacement time by observing the appearance of the tire
such as tire damage, uneven wear.

3. Check tire pressure and abnormal tread wear

W ARN ING

CAUTION

N O TICE

DANGER

1817

Electric products can be damaged by various factors.

The life span of each part varies depending on driving habits and driving 

environment.

various parts and prevent safety accidents in advance.

The components and suspension parts of the swing arm,tires,wheels,bear-

ings,discs,brakepads,

cables and folding parts, various brackets and other consumable parts 

require periodic inspection

and must always be checked.

Check and Maintenance
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disc and pad during the load

section that accelerates during driving. (About 15 ~ 30Km, different for each 

product)

This is a phenomenon in which all rotations (fans, automobiles, ships, etc.) are 

vibrating at a specific rotational

frequency (rpm) rather than the product.

However, if the continuous noise or metal noise is large, there is a possibility that 

the disk will become bent

and deformed.

motor and brake (especially

disk rotor) side.

loosened due to the ABS function.

standard bolt. When tightening, carefully remove the cover of the wiring. Bolts 

other than the rule bolts (long

bolts) can cause serious damage to the battery casing (battery cells), which can 

cause fire or safety accidents.

-

tics can naturally damage

the surface or paint surface during use, especially when operating in incorrect 

operation and form.

work on a safe workstation

Important check list

CAUTION
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-

ment, such as deformation of parts or tiny cracks due to pressure.

may occur.

-

frequently or for a long

time in a poor road condition or driving for thousands of kilometers or 

more, fatigue breakdown

phenomena may happen so please check the parts replacement schedule 

for each product and replace accordingly for safety.

conditions depending on the driving 

environment and the operating conditions.

 Also check parts other than the 

replacement cycle (maintenance parts) 

at all times to check for any signs ofabnormality.
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